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           UNMIK

	Institucionet e Përkohshme  Vetëqeverisëse

Privremene institucije  samoupravljanja

Provisional Institutions of  Self - Government

Ministria e Transportit dhe Postë – Telekomunikacionit

Ministarstvo za saobraćaj, poštu i telekomunikacije

Ministry of Transport and Communications


ADMINISTRATIVE INSTRUCTION No. 2005/5
Onto the exaltation compensation for extraordinary transport on the Kosovo’s motorway and regional roads
Minister,


Pursuant on the article 1.3 (ç) Rule No. 2001/19 onto the Execution Branch of the Provisional Institutions of Self Government in Kosovo, and the articles 24, 25, 28.1 of the Law No. 2003/11 onto roads;

With purpose of determination of exaltation compensation for extraordinary transport on the Kosovo’s motorway and the regional roads;

Releases Administrative Instruction as follows:

Article 1

By this Administrative Instruction determines the exaltation and the payment manner for extraordinary transport on the Kosovo’s motorway and regional roads which are worth for the entire transporting vehicles also the conditions which must be fulfilled for the means circulation outside the norms and the ones which are used for the transport in in-normal conditions, in the entire territory of Kosovo.

Article 2


The extraordinary transport is a transport with vehicles, general weight, axial pressure and the dimensions which are not fit to the regulations respectively to the technical conditions of the public roads.

Article 3


Compensation of the road utilization for the extraordinary transport includes:
Compensation about the overfulfilment of the allowed dimensions,

Compensation about the overfulfilment of the general weight,

Compensation about of the axletree weight overfulfilment,
Prevention and removing the exceeded weight in transport.
COMPENSATION ABOUT THE OVERFULFILMENT OF THE ALLOWED DIMENSIONS
Article 4
Overfulfilment of the allowed dimensions exists at the entire cases when the vehicle with or without burden, over fulfils the allowed, length, width and highness.

Article 5
Compensation onto overfulfilment of the allowed dimensions performs on these cases:

a) For the most allowed length overfulfilment of the vehicle, compensation for the empty vehicle or with burden that exceeds the allowed length is: 

- Till 20%------------------------------------------------0, 09 €/km (the towing vehicle with trailer till 21,6m; with half trailer till 19,8m)


- Above 20%--------------------------------------------0, 18 €/km.

b) For the most allowed width overfulfilment of the vehicle from 2, 5 cm, if the empty vehicle or with burden has its following width, the compensation is:


- From 2.51 till 3,00 m-------------------------------0, 09 €/km.

  
- From 3,01 till 4,00 m-------------------------------0, 18 €/km.

- From 4,00 m-----------------------------------------0, 27 €/km.

c) For the most allowed height overfulfilment of the vehicle, compensation for the empty vehicle or with the burden that exceeds the allowed highness is:


- From 4.00 till 4.50m--------------------------------0.9 €/km.


- From 4.50m------------------------------------------0.18 €/km.

Article 6
1. In case if the vehicle with or without burden exceeds the entire dimensions (length, height, width, the general weight and the axletree weight) the general compensation presents the compensation for each dimension overfulfilment separately.
2. The general amount of the compensation of allowed dimension overfulfilment of the vehicle, calculates:

Compensation (Euro) is equal with the compensation common amount for the length compensation, width and high (Euro/km) multiplication with the transports distance (km).
COMPENSATION ON THE GENERAL WEIGHT OVERFULFILMENT
Article 7

1. If the vehicle, vehicles trailer and the vehicles combination exceed the allowed general weight from 40 t, compensation calculates for each exceeded ton.
2. The allowed general weight from 40 t. introduces the vehicles totality of the weight and the burden weight on the vehicle.

3. Compensation of exceeding the general allowed weight performs on these cases, according to the following table:

	For exceeding the general allowed weight, for each ton above 40 t. 
	Compensation on the normal conditions of conveyance (Euro/km)
	Compensation on the limited conditions of conveyance (Euro/km)

	From 40 to 60 t
	0, 108
	0, 136

	From 61 to 80 t
	0, 216
	0, 274

	Above 80 t
	0. 777
	1, 022

	
	
	


4. Compensation from the above case, calculates:
Compensation in (Euro) is equal with the combined amount of compensation for the determined group of the weight overfulfilment (Euro/km) multiplies with the general overfulfilment of the allowed weight (t) and the transports distance.


5. During the winter (from 15 November of the sequential year till 15 of March of the next year), compensation of general weight overfulfilment determines while taking for basis the limited capability of the road from the axletree pressure and the vehicles general weight.

Article 8
1. If the axletree weight is limited in 10 t then the general weight is limited in 40 t.
2. If the axletree is limited in 8 t then the general weight allowed weight is limited with 32 t.


3. If the axletree weight is limited in 6 t then the general allowed weight is limited in 24 t.

COMPENSATION FOR THE ALLOWED WEIGHT OVERFULFILMENT

Article 9

1. When the vehicle with or without a trailer in one or couple of one fold axletrees, in double axletrees, triple or multiple, exceeds the allowed axletree weight, compensation shall be paid in Euro/km, according to the level of the following table:

	Overfulfilment of the allowed weight for axletree (ton)
	COMPENSATION FOR AXLETREE WEIGHT ON ROAD

	
	Road for 10t/axletree
	Road for 8t/axletree
	Road for 6t/axletree

	
	Normal burden conditions 
	Limited burden conditions
	Normal burden conditions
	Limited burden conditions
	Normal burden conditions
	Limited burden conditions

	I
	II
	III
	IV
	V
	VI
	VII

	1
	0. 237
	0. 295
	0. 266
	0. 331
	0. 295
	0. 374

	2
	0. 741
	0. 842
	0. 777
	0. 9
	0. 835
	0. 927

	3
	1. 382
	1. 764
	1. 497
	1. 915
	1. 591
	2. 035

	4
	2. 217
	2. 800
	2. 512
	3. 168
	2. 721
	3. 433

	5
	3. 304
	4. 233
	3. 844
	4. 924
	4. 384
	5. 617

	6
	4. 629
	6. 206
	5. 501
	7. 372
	6. 710
	8. 983

	7
	6. 206
	8. 690
	7. 480
	10. 468
	9. 928
	13. 902

	8
	8. 071
	11. 216
	9. 727
	13. 615
	13. 996
	19. 597

	9
	10. 245
	14. 868
	12. 348
	17. 906
	19. 317
	28. 002

	10
	12. 607
	18. 086
	14. 472
	12. 571
	26. 272
	37. 317


 (Explanation of the table columns:

Column I – tons which exceed the allowed burden for one axletree;

Column III, IV, VI – Compensation on the normal conditions of road carriage for one axletree;

Column III, V, VII – Compensation on the limited conditions of road carriage for one axletree). 


2. On the normal conditions and limited resistance of the road for the axletree weights above 10 t. for each axletree, calculates the increased compensation for 35% on the report with the compensation amount for the axletree weight from 10 t. for axletree this calculates:

Cn = 1, 35^(n-10) (Euro), where Cn (in Euro) – presents the compensation amount for the above axletree burden from n – tons for one axletree (solo).

C10 (in Euro) – presents the compensation amount (compensation from the order under the number 10 of the above table) for the overloaded axletree from 10 tons for one axletree (solo), n> or = 10 t; (n = 11, 12, 13,…. t) presents the axletree burden at the solo axletree.

d’ – relation of the length (km) d’ – ton numbers which exceed the general allowed weight (t).    
PREVENTION AND THE REMOVAL OF THE EXCESSIVE BURDEN IN TRANSPORT

Article 10


1. If on the due road or on the part of the road, the axletree weightiness is limited for one axle then the axletree weight is limited also for the double, triple, multiple axletrees, as follows:

a) On the road or on the part of it where the axletree pressure is limited in 10 t, the allowed axletree pressure of motored vehicles may be till 10 t for the one fold axletree, 16 t for the double axletree, 24 t for the triple axletree and 32 t for the quadruple axletree.


b) On the road or on the part of it where the axletree pressure is limited in 8 t the allowed axletree pressure of vehicles can be 8 t for one fold axletree, 12 t for double axletree, 19.2 t for triple axletree and 25.6 t for quadruple axletree.


c) On the road or on the part of it where is limited the axletree pressure in 6 t the allowed axletree pressure of motored vehicles can be 6 t according to the one fold axletree pressure, 8.6 t according to the double pressure and 14.4 t according to the triple t. 

2. Under the double axletree pressure are considered two axletrees, the reciprocal distance of which arrives till 2, 0 m.

3. With double axletree are considered two axletrees in which the distance between them, from neighboring axletrees is more than 1.0 m, neither but nor bigger than 2.0 m. This has to do also in the quadruple axletree pressure.

Article 11

When the extraordinary transport passes at once the allowed axletree pressure and the general allowed weight, the compensation calculates for each excess separately.
Article 12


At the axletree weight excess at the axletrees: double, triple and quadruple and at the multiple axletrees, compensation calculates according to the article 9 of this Administrative Instruction on basis of these acts:


a) the compensation calculation for the double axletree the real axletree weight through the axletree gains that way so the general double axletree weight separates for two (axletrees number) and this way gains the axletree weight for one axletree which multiplies with the 1,37 coefficient for the double axletree;


b) the compensation calculation for the triple axletree, the real axletree weight through the gains that way so the general triple axletree weight separates for three (axletree numbers) and this way the axletree gains weight for one axletree which calculates with coefficient 1,657 for the triple axle.


c) compensation calculation for the quadruple axletree the real axle weight through axletrees gains so that the general quadruple axletree weight divides per 4 (number of axletrees), and so the axletree gains weight for one axle, which divides with the coefficient 1,892 for quadruple axletree.


d) compensation calculation for fivefold axletree, real axletree weight through axletrees gains in such way that the general fivefold axletree weight divides for 5 (number of axletrees) and that way gains the axletree weight for one axle which divides with coefficient 2,12 for the fivefold axletree;


e) the compensation calculation for the sextuple, real axletree weight through the axletrees gains in that way that the general axletree weight on the sextuple axletree divides for 6 (number of axletrees), and so the axletree gains weight for one axle which divides with coefficient 2,280 for sextuple axletree;

f) the compensation calculation for sevenfold axletree, real axletree weight through the axles gains in such way that the sevenfold general weight divides with 7 (number of axletrees) and so the axletree gains weight for one axle which divides with the coefficient 2,340 for the sevenfold axle;


h) the compensation calculation for the eightfold axletree, general real weight through axletrees gains in such way that the general axletree weight on the eightfold axle divides with 8 (number of axletrees) and so the axletree gains weight for one axle which calculates with coefficient 2,530 for the eightfold axletree.

DESIGNED MEANS AS THE LOADING TRANSPORT VEHICLE
Article 13


1. Means of transport loading are those means or complex of means which have special outfits for loading and the transport of materials which are in use, or which are products of construction works and minefield diggings, also as the materials which fulfill during the gait on their producing circle.


2. Functional and technical characteristics of designed means as the tool for transport loading from paragraph 1 of this article, allocates with the following dispositions.


3. Odd vehicles must response to the entire technical and functional characteristics designed for the vehicles of 12t category with the below corrections: 

a) Axles placed on the distance less than 1.20 m, for the allowed weight evaluation

effect for these axletrees, are considered as lonely axles; 

b) The minimal catch weight not smaller than 60% of the general maximum 

weight for the vehicles with two or three axletrees not smaller than 50% of the general maximum weight for the vehicles with four axletrees. 


c) The minimal weight onto the steering axle not smaller than 20% of the general weight for the means with two or three axles. On the case of two axletrees the weight value onto each axle shall not be less than 17.5%.

d) The minimum tare of the vehicle with two axletrees: 9 t; of vehicles with three axletrees: 12 t; of vehicles with four and more axletrees: 14 t.

e) Un - leveling for the tandem or three-dam, for the vehicle with or without burden: 10 cm with the burden variation on each axletree, respectively the static conditions, within 25%;
f) The hanging system of the tandem or three-dam axletrees figured with a safety level, verified in static conditions, at least 3.0 respectively of the tiredness burden of the used materials for these systems. For any case the hanging system must be fulfilled in such way to avoid irregular movements of the wheel during the vehicles deceleration phase. 
g) For the foreseen dispositions effect on the point e) and f), are called tandem or three-dim axletrees doubles or triples of axles, with exceptions of the steering axle, placed between them on a distance not bigger than 1.80 m;

h) Minimal height from the ground of the entire organs, while excommunicating the braking systems placed beside each wheel should not be lesser with the full burden than 250 mm;

i) The maximum calculated speed for vehicles construction not bigger than 80 km/h.

l) It should be equipped with the differential blocking system, with except for motoring steering axletrees and on the case of more than one motored axletree, of the blocking spreading box system;

m) For the absorptive of half-trailers the platform absorptive position must respect with no need for its displacement the entire technical conditions with normal or in-normal burden;

n) The towing weight, which brings as a result a general weight of auto-train or the auto-articuluari not smaller than 44t, it should draw away from the motored puller with power not smaller than 259 kw.

4. Auto-trains and auto-articuluari must fulfill the foreseen technical conditions for these vehicle categories, with exception of the following correction:

 a) Minimum seizing weight: not smaller than 28% of the maximal weight of the vehicle complex with 4 axles; not smaller than 40% of the maximal weight of the vehicle complex with 5 and more axles.

b)   The minimum tare: tare of a vehicle complex with 4 axletrees should not be smaller than 16t; tare a vehicle complex with 5 and more axletrees should not be smaller than 17.6t;

5. Trailers attain with at least two axletrees, for normal burdens or outside the norms, for the exclusive transport of technological machines. It could also be formed trailer from the towing technological machine, for normal burdens or outside norms, fated for the transport materials or equipped (with sand spreader) to allow the vehicle circulation in case of snow or ice.

6. Half trailers have at least two axletrees, for out norm weights, and for those are worth the entire technical conditions designed for half trailers with the maximal weight of 10t, also the ones showed on the paragraph2, point a), e), f), g) and h). 
7. Norms according to the paragraphs 2, 3, 4 and 5 could modify or integrate from the Minister of Transport and Communications, regarding with specific request designed from the realization technical evolution of transport – loading. 
SYSTEMS OF THE VISUAL SIGNALISATION
Article 14


1. Outside norms transport and the means or outside norms complexes, where are included also the means of transport-lading, when they circulate on the road while crossing the burden limits, they must be equipped on the shown cases at the hereinafter paragraphs, with signalization, visual and resplendent systems. 

2.   Supplementary system of visual signalization with yellow twinkling light can consist from one or two systems.

3. These systems can be fixed on the vehicles structure or can be placed and removed dependably according to the need. These systems should lighten even when is not forecasted the use of visual lighting signalization, it’s also compulsory in any case the utilization of position lights and non-blinding headlights.

4. Means outside norm, where are also included the means of transport-loading, must be also equipped with jeopardy signalization which are determined with a special act of Ministry of Transport and Communications.

NOMINATED VEHICLES FOR THE FIRST AID AND FOR MEANS EXTRACTION 

Article 15


1. Vehicles, which are due for the first aid and means extraction on the extraordinary transport, shall nominate special vehicles for road support. Those could be equipped with cranes (of telescopic type), with sputter or other support system on the road and they are completed with the necessary atrecature for their function. They could be executed with or without cargo plan, with fix plan or inclined and declined passable from the vehicles, for vehicle transport with limited or unlimited sizes.


2. Crane placed on the support vehicle on the road, when it’s present, may allow, except the position of a vehicle on the possible loading plan, and the towing of this vehicle with an raised pivot and carried on this position through special distance triangles, collapsible wings with force or through carrels with one axletree, which compose also the atrecature of first aid vehicle on the road.


3. First aid vehicles on the road are subject of the entire constructive valuable norms for the means of the same general weight of transport means of goods with weight from 12 tons, disqualifying those norms which make report for those technical characteristics that are pronounced as bellow:

a) The maximal calculated speed should not exceed 130 km/h, when the general weight of the vehicle does not exceed 3.5t; 120 km/h, when the general weight of the vehicle does not exceed 11.5t; 110 km/h, when the general weight of the vehicle exceeds 11.5t;

b) Front emersion of the vehicle (from the first axletree) should not exceed 65% of the distance with condition that will not change the original sight corner of the vehicle; back emersion (from the rear axletree) should not exceed 85% of the distance.

c) Wherever the emersions are back or front, they should signalize, on the longitudinal and sidelong wing, for part that goes outward the projection on the ground of gabariteve autos plan, with aback reflective systems with 10 cm wide tracks and 45° incline with alternate red and white colors.

d) If the front overhang part, measured from the steering wheel center, exceeds 2.50 m, the circulation on the road should be performed by the enterprise personnel accompaniment which has to remain on the cabin and to orientate the vehicle operator, and while landing and forerunning the vehicle on the junction crossing or during the entry on the two ways road;

e) The outwards part which forms by the elements with reduced transversal section with beyond 50% of the transversal section comparison of mean, should introduce the lowest surface on the height not smaller than 1.80 m from the ground and it have to be signalized, for any type of emersion value, as it was designed on the point c);

f) Mean extraction which is removed from the road or to which is given assistance on the road, is allowed with the towing report more than 1 and the condition which: the towing should be performed as it is statutory on the paragraph 2 or with a solid jib, signalized with rotational red and white overleaf reflective color; to respect maximal weights per axletree and the minimal reports between weights on axles or steering axletrees and the ones on the axle or rear axletrees; to be verified on these and other conditions the system affectivity of braking and support. Solid wing has to make part on the completion system of means atrecatura and should be signalized as the overhanging parts according to the point c) above;
g) Possible front emersions should not interrupt the sight from the vehicle operator’s position in compare with the means sight for goods transport with weight 12 t; visibility through the review mirrors should be in accordance with the norms of the European Community.
h) The entire overhanging parts of the atrecatura suit, which could roll in any kind of plan, should ensure on the position that accede during the vehicle movement on the road, with safe hydraulic or mechanic systems. Hydraulic commands of the system or working systems of different atrecatura should not be placed on movement without the vehicles operator favor during the road movement;

i) The working system should also be blocked, with valves on the hydraulic circuit or with mechanical blocker, on the designed position for movement on the road, for visits or tasting.

TYPES OF CIRCULATION AUTHORISATIONS FOR MEANS OUT OF THE NORMS AND FOR THE TRANSPORTS ON UN-NORMAL CONDITIONS 

Article 16


1. Authorization for circulation of means and the transport out of norms are from the types from bellow:


a) Periodic, valuable for a designated number of journeys which are performed within a due period of time;


b) Multiple, valuable for one journey that has to be performed on the predetermination dates or on indefinite dates but within a due period of time;


c) One-piece, valuable for one journey which have to be performed on a predetermination date or in other date but within a due period of time. On the last case, performing date of journey should be given on the authorization which releases the Road Directorate after it is shown by the interested side. When for other documented needs the authorization requester must change the journey date, the new date, which must be always inside the authorized period, it must be signed on authorization before starting the journey, from the Road Directorate which issues authorizations. 


2. Periodic authorization releases when the bellow conditions are fulfilled collectively:


a) Means and transports are beyond the norms;


b) Transport loading is beyond the norms gets outside the vehicle only from the rear side and not more than 4/10 of the vehicles length by which is performed this transport.


c) During the entire period when the authorization is valuable, elements which are transport objects they consist always from a material of the same nature and they shall always group on the same typology objects;


d) On the entire itinerary it is guaranteed, one minimal free zone of the vehicle and its burden towards the borders of the road track, not smaller than 0.20 m per side;


e)  It is not present neither of conditions for which is necessary the police accompaniment or the technical accompaniment.


3. The multiple authorization issues with condition that on each journey to remain inalterable the entire transport characteristics and of itinerary with exception of those designed on paragraph 7 of this article.


4. On cases when the conditions are present according to paragraph 2 and 3 on above, issues only the one-piece authorization.


5. For the authorizations of periodic type, with condition to remain inalterable the nature of materials and the elements typology, the right is accepted to change element dimensions which are transport objects or their position, in such way to change dimensions of transport or vehicle, for cases and within the border dimensions allowed from the circulation permit or by the document released from the Road Directorate between maximal limits fixed by the authorization. Its allowed to enter also inside limits itself with condition to guarantee the veneration, on each burden circumstance, of the entire other technical conditions. 


6. Request for authorization must be attached a responsibility declaration, undersigned according to legal forms, that determines respect, on every burden circumstance, the entire other technical conditions and the entire limits of the determined measure. On the authorization will issue only the maximal dimensional limits indication of transport.


7. For authorization of one-piece or multiple, except for the cases when the nature of materials and the element typology does not change, it is allowed the possibility of measure or length reduction of elements which are transports object or their positioning, in such way to reduce the measure or transport dimensions within the maximal border of 5%, with the limit for the longitudinal dimension till 1.5m, with condition to guarantee, on each burden circumstance, respect of the entire other technical conditions such as measure limits that issues the authorization. For in-normal transports only on length, authorized for one longitudinal dimension within the 25m border, and for which on the authorization conditions is not foreseen the accompaniment of the Kosovo Police Service, also is allowed the possibility to reduce the longitudinal transport dimension, while flow reducing and its measure, by entering also by itself on the limit dimension.


8. On the transit cases of a vehicle of in-normal transport for which are necessary special measures or attendance, with aim of saving the road actions of art, competent authorities could forecast a limited technical assistance service in intervention of technical character on the road actions of the art and disqualifying any intervention on the road circulation or the vehicle accompaniment. On cases when this owner can not ensure such a service, he can confide to the other enterprise, and by the request of the authorization bearer, which has to confirm with documents that it has the entire possibilities on the personnel and technical fit bearer to perform such a service, that in any case shall perform under the supervision and responsibility of a technician of the owning authority of the road. Expenditures for the technical assistance are in subject’s assignment who seeks the authorization of transport performance.


9. When the transport is performed for inseparable objects, excess or limit excess of gabarite, could not be as an aftermath of placing side by side, superposition or longitudinal placing of these objects.


10. When the burden system determines one front emersion out of the gabarite dimension limit of vehicle, this emersion should not prohibit the sight of the vehicle operator.
REQUESTS FOR AUTHORIZATION
Article 17


1. Requests to take the authorization of circulation for means out side the norms or that performs outside norms transport, they have to introduce on written towards the Road Directorate, at least 15 days before the fixed date for transport or the initiation date of requested authorization.


2. Term period foreseen on the paragraph 1 of this article, could be reduced for public interests declared from the competent authorities. 


3. On the requests for one-piece or multiply authorization could be shown, with a special note, till maximum 5 reserve vehicles to perform the transport whom:


a) The capability to be documented of each means complex to perform transport;


b) On the transport cases outside the norms from the measure, to remain unchanged the burdens which broadcast to the ground from each axletree, according to the authorized burden conditions; 


c) In between axletrees to move on a tolerance 20% and in any case shall determine a difference not bigger than 0.50 m;


d) General measure of each reserve means not to be bigger than the general measure of the first means. The given authorization is called valuable for the first single vehicle or the vehicle complex shown on the authorization request and its replacement is allowed with the condition that the interested, when is it going to use one of the reserve means, along the journey or any journey, to inform with telegram or by fax the Road Directorate that releases the authorization while issuing the main characteristics of single means or the means complex that shall be used for transport. A copy of the above annunciation must accompany the authorization and composes its integral part till the expiry date.


4. On the requests of periodic authorizations, must be shown only one absorptive, whilst for the trailers and half trailers could be declared maximal 5 reserve vehicles, which their capability shall be documented to respect on each combination of the entire measure limits and the limited size fixed by authorization.


5. On the authorization request, except the data for the requester identification and the capability of his enterprise, as norm must also be shown:


a) For the periodic type authorization:


 - A burden prescription that includes the materials nature by which is achieved the elements typology that constitutes, also the possible packaging;


- graphic longitudinal scheme, sidelong and plan metric that introduces: means or the vehicle complex including eventual reserve means, with foreseen burden on a worst position; dimensional maximal limits for which is requested the authorization; total mass and the measure delivery on axletrees with full burden for the worst foreseen configuration as the general measure limits and acceptable on axletree;

- Roads and road segments from where the transit shall cross;


- Time period for which the authorization is requested.  

b) For multiple or one-piece type authorizations:


- A detailed prescription of the burden of its packaging;


- Longitudinal graphic scheme, sidelong and plan metric which introduces: means or the means complex including eventual reserve means, with its burden, maximal limit of dimensions, of the total mass and burdens spreading on the axletrees as empty as well as with the burden which corresponds to the maximal limit of the measure.


- Roads and the road segments from where shall pass transit;

- Journey date or the journeys by which is performed the transport and the time periods on which the journeys shall be fulfilled.


6. Authorization request must be accompanied by the noted copy of the circulation license and the vehicles booklet, from which result the dimensions and the maximal measures known as allowable and on the case of means complex, capacity of absorptive with trailer or half trailer. It also have to introduce, when is foreseen, also the tax payment bill for additive costs of the road maintenance, and costs according to the article 22 of this Administrative Instruction. This payment bill has to be hand in to the Road Directorate which releases the authorization before its withdrawing, with exception of cases when Road Directorate itself decides differently, its enough that this decision to be a uniform for the entire road network.

7. Authorization requests must be signed from the legalist company representative or the transports enterprise or by the vehicle owner which, on the transport events for the thirds, must also declare to fulfill the entire requests and has the entire necessary authorizations.


8. Foreign transporters that ask to circulate on the Kosovo’s territory with means or outside norm means complex, registered outside the country, or which perform outside norm transports, must draw a technical document released by the competent authorities with the request of the interested.
REQUESTS FOR AUTHORIZATION RENEWAL

Article 18

1. Authorizations are renewable, aright the request, not more than three times, till validity period of not more than two years in total, when the entire data that refer to the vehicle and its burden also as the road itinerary, has remained unchanged.

2. Request for authorization renewal must be accompanied by:


a) A former issued authorization;



b) Authorization bearer declaration that remains unchanged the entire requests for which this authorization is released;



c) Payment bill of the additive expenditure tax of maintenance and for the expenditures according to the article 21 of this Administrative Instruction;



d) One copy of the circulation license and the vehicles booklet.

3. By the authorization renewal Road Directorate has the right to add or modify technical conditions restrained on the original authorization.

CONDITIONS FOR AUTHORIZATION ACQUIREMENT

Article 19


1. At the conditions for authorization acquirement are determined technical requests felicitously judged to protect the road fortune and the circulation safety and in particularity itineraries which have to be attended or eluded, speed limits which must be respected, the need or not for technical accompaniment for incalculable cases, eventual time periods (timetables or days) for which the authorization is not valuable, modalities of going on road, indwelling and accommodation of means or the complex of means. The obligation stays in power that the burden system must be such to avoid the burden loss. Authorization must also constrain technical conditions in snow occasions, ice, fog or weak visibility, means could be removed temporarily from the road and to be delivered on the closest felicitously zone.


2. On the road, and temporary with a road track for a moving direction, on transport occasions or the un-normal means which has a bigger width than the road track, also on the curved road parts, where the transport with its gabarite passes the road track width, it must be determined the one way alternated circulation for short road segments with traffic direction by the Kosovo Police Service.

3. Accompaniment is foreseen when it is verified only one of the bellow conditions:


a) The road track width is smaller than 3.5 m, for the means or transports which are outside the norms also in width and smaller than 3.0 m for means or transports which are not outside the norms in width;


b) The occupied surface from the means or the outside norm transport is bigger than the width of the road track of movement, abbreviated with 20 cm concerning with th plan metric pace of itinerary;


c) Means or the outside norm transport has width more than 3 m;


d) Means or the outside norm transport has length more than 25 m;


e) Allowed speed is less than 50 km/h on the motorways and regional roads, 30 km/h on the other roads;


f) Burden introduces rear emersion bigger than 4/10 of the vehicle length.


4. Leaving in power the above conditions of paragraph 3 of this article is foreseen a technical accompaniment:


a) On the road or the motorway and regional road segments with three tracks, for means or outside norms transportations with width till 4.2 m and/or with length till 35 m;


b) On the road or the motorway and regional road segments with two tracks, for means or outside norms transportations with width till 3.8 m and /or with length till 30 m;


c) On the roads or the local segment roads with more than one track for moving direction, for means or outside norm transports with width till 3.6 m and/or with length till 28 m.;


d) On the roads or road segments with only one direction moving track, for means or outside norm transports with width till 3.3 m and/or with length till 27 m;


5. It foresees the accompaniment from the road police when the vehicle dimensions or the outside norm transport cross the value borders shown on paragraph 4 and for the occasions of paragraph 2 above.


6. When the enterprise is authorized to use technical accompaniment, on the respective conditions are shown: disallowance for lading with accompaniment to use signals or direct intervention on the traffic adjustment; duty to respect the road signalization and the technical condition regarding with the utilization of signalizing, visual, and lighting system; manner of operating the accompaniment vehicles. Technical accompaniment can apply directly from one of the interested enterprises for transport with the vehicle that has in disposition or it could be entrusted to the specialized enterprises. On two occasions the enterprises must be equipped with authorizations to perform the technical accompaniment service and the accompaniment personnel must be equipped with the respective capabilities.


7. For the assured accompaniment by the Kosovo Police Service, are in lading of the interested the entire determined expenditures from Kosovo’s Police Service respective regulatory.


8. Operator or the supervisor of the eventual accompaniment are obliged to verify that the transport transit or the un-normal means of the weight on the art’s work, to be performed in such way that non of the art’s work on in special fields of viaduct not to have non of the means or some other un-normal transport.


9. In any occasion, technical conditions of authorization shall fully defer, during the passage, duties and local limitations placed through the road signalization or the local ordinance in power.


10. On the one fold or multiple authorizations must be noted, before starting the journey, hour and date of performing any journey and authorization, at the end of its utilization date, must be turned over at the legal person who has released it.


11. On occasions when on the request for authorization are foreseen the utilization of reserve means, conform the dispositions of article 17, paragraph 3 of this Administrative Instruction, before the journey starts it must communicate by telegram or fax to legal person to release the authorization, plate numbers and the main characteristics of the vehicles circulation document by which the journey shall start.


12. If the foreseen annunciation on paragraph 10 does not result registered on the authorization document, and if the annunciation according to paragraph 11 is not attached to the document itself, the outside norm transport is called unauthorized. In such occasions verified by the road police, subject defers to the entire consequences which flow from an unauthorized transport. By the end of the journey, during which is verified the violation, authorization must be returned to the office which has released it.


13. Authorization documents in original, which must be watched over in a good condition, must always accompany the means during its circulation on outside norm transport regimen and it shouldn’t in neither way to put hand in those; in such case we have immediate authorization cassation.


14. On the authorization documents must be formulated by the Kosovo Police Service – Traffic Unit, notes in behalf of non-observance of the authorization conditions, to which comes as a consequence the license suspension of the transporting vehicle with verification of first violation. Organs of the Kosovo Police Service shall inform about this the Road Directorate and the transport association. Authorization office-holder, have to the above occasions to return immediately to Road Directorate.


15. Outside norm transport performed with composed complex from one or more hauls with two or more trailers could be authorized only by the condition that the capability for circulation of these complexes has to be certified by particular documents released by the competent authority.


16. Outside norm transports above the weight could be authorized with condition to fulfill the limits of the maximal weight, general or per axletree, accepted for each means, which results from the documentation released by the competent authority or the circulation license of vehicle booklet also for the occasion of complexes with unit placing of which results from the abovementioned documents.

AUTHORIZATION DURATION

Article 20

1. Authorizations of one fold or multiple types could not be issued for a longer period from one till three months.


2. Authorizations of the periodical type could not be issued for a longer period than six months.


3. Issued authorizations by the road directorate have as norm validity till one year.


4. It is the administrative right to issue, to draw or to suspend the action of any kind of authorization, in any moment, when results unfit on direction of protection of road hyper-structures, of art works stability, circulation safety and the environment protection.


5. It is obligation for authorization office-holder to verify preparatory to journeys, road practicability or road segments which are authorization subjects.

PAYMENT TARIFFS FOR THE AUTHORIZATION APPLICANT

Article 21


1. Are on the requesters lading of eventual expenditures authorization for local technical supervision, verifications for itinerary practicability and the eventual workings of necessary reinforcement and when the request is referring the motorway concessionary societies, and the expenditures for the administrative practice of taking the authorization.


2. It will be given the owners right or concessionary request a performance of a special insurance policy or guarantee contract, according to the authorizations requester, which guarantees eventual damages that could be caused on the road or parts that belong to the road also the persons or objects in relation of transport transit or outside norm means. On the moment of taking the authorization, its requester is obliged to introduce a copy of insurance policy or the insurance companionship declaration, or a copy of a guarantee policy onto guaranteed possible damages.

Article 22

1. Length of extraordinary transport calculates in kilometer, whilst excess of the weight above 500 kg calculates as a ton.


2. Road length that is utilized for extraordinary transport, determines on data basis of the Road Directorate of Kosovo on basis of the allowed map for road.


3. The compensation pays the request expounder for extraordinary transport in Ministry of Transport and Communications in term from eight (8) days from the day of compensation height determination.

Article 23

On the day when this Administrative enters the power the rule onto the compensation height for extraordinary transport on the motorways and regional roads of Kosovo (Kosovo’s Official Gazette No. 39.81) 

Article 24

This Administrative Instruction enters the power on the day of signature.

Prishtinë 

26. 10. 2005
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